APPENDIX B: TYPICAL SECTIONS FOR THE RECOMMENDED ALTERNATIVE

STANLEY CONSULTANTS, INC. B 1-40, BELLEMONT TO WINONA
INITIAL DESIGN CONCEPT REPORT
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] [No.2 JDESCRIPTION OF REVISION

Joare
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[No.1 T DESCRIPTION OF REVISION

Yo" AR-ACFC

2.5" AC (3/4")

Tack Coat
3 0 3.5" AC (3/4")

3" AC (3/4")
Tack Coat

18" AB (Class 2)

Subgrade 18" AB (Class 2)

Total Thickness = 305"
SECTION NO. 1

Yo" AR-ACFC

2.5" AC (3/74")

Tack Coat

Tack Coat 3.5" AC (3/4")

6" Permeable Bituminous
Treated Base (PBTB)

Yo" AR-ACFC

Subgrade 6" AB (Class 2)

Total Thickness = 245"

SECTION NO. 5

Yo" AR-ACFC

ExIsting Pvmt
Surface

Tack Coat

3" AC (3/4")

Mill AC 3"

‘ ! Tack Coat
Existing AC } }

Subgrade

Total Thickness = 35"
SECTION NO. 9

feaion |STATE|  PROJECT No. [ SHEET| TOTAL | uq gyt
9 ariz. [ 040-C(BBR)
3" AC (3/74")
Tack Coat __040 CN 183
Yo" AR-ACFC
Tack Coat " "
Existing Pvmt 3" AC (3747 72" AR-ACFC
Surface " " Tack Coat
2.5" AC (3/4") ac
1w Tack Coat
Ml AC Y5 Existing Pvmt
; ™ Tack Coat Surface 3 AC (3/4%)
Existing AC ! ! 6" Permeable Bituminous Ml AC Yo"
! ! Treated Base (PBTB)
Subgrade 1 1 Tack Coat
Existing AC ! !
Total Thickness = 3" ! !
Subgrade 7 PRI
SECTION NO. 2 Subgrade 6" AB (Class 2) =2
o ., Total Thickness = 3"
A - SECTION NO. 4
Total Thickness = 245"
SECTION NO. 3
Yo" AR-ACFC
1" AR-ACFC 1w _
Existing Pymt Tack Coat Ib" AR-ACFC

Surface

2.5" AC (3/4")

Tack Coat
2.5" AC (3/4")}

Mill AC 5"

Existing AC Tack Coat

Subgrade

Total Thickness = 5"
SECTION NO. 6

Subgrade

3" AC (3/4")

Tack Coat

ey 14" Doweled PCCP

Tack Coat

/
3" AC (3/4")

4" Permeable Bituminous
Treated Base (PBTB)

Tack Coat

4" AB (Class 2)

R
Total Thickness = 23"
SECTION NO. 7

12" AB (Class 2)

Subgrade

Total Thickness = 245"

In -
1" AR-ACFC 72" AR-ACFC SECTION NO. 8
Tack Coat
2.5" AC (3/4")
.A:_.._:. AA
SV Tmn 10" PCCP
8" AB (Class 2)
Subgrade 4" AB (Class 2) T = NAVE Og‘/‘lfl ARIZONA DEPARTMENT OF TRANSPORTATION Initial
. INTERMODAL TRANSPORTATION DIVISION
cLe e ,/ Subgrade ORAWN C6s 02/11 ROADWAY DESIGN SERVICES DCR
_W" e o e o CHECKED JAN 02/11 Review
R = e a0 1 110 PAVEMENT NOT FOR
Total Thickness = 15" N 1/ n StanleyConsuItanterh:.mszm STRUCTURAL SECTIONS CONSTRUCT ION
SECTION NO. 10 Total Thickness = 13 e - SO TR
. SECTION NO. 11 ‘ 1-40 BELLEMONT TO WINONA DWG NO. B-1
TRACS NO. HT7586 OIL 040-C(BBR) OF

173172011 Qi\2I5B0NI1-codd\B2-Cen\h758

bstrsct.dgn
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] [No.2 JDESCRIPTION OF REVISION

Joare
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[No.1 T DESCRIPTION OF REVISION

Exst or New

[-40 WB

1-40 EB

FHW.A,
REGION

SHEET

STATE NO.

PROJECT NO.

TOTAL

SHEETS | AS BULT

9 ARIZ.

040-C(BBR)

040 CN 183

Exst or N
R/W Cst Cst XSR3W o
¢ £
100" Typical 200" Typlcal 100" Typical
38' Roadway 38' Roadway
| 012 2n 4 4 12 12 o |
Shidr | Lane Lane ‘Sh/dr Sh/dr‘ Lane Lane Shidr
R ‘ WB PGL EB PGL ‘ B
—— —— ‘ ‘ I =
Tl Varies Varies LT
See Note 1 / \ / \ See Nofe |

Pavement Structural
Section No. 2 or 9

(MP 183.00 to MP 183.41)

WB Sta 600+00.00 to Sta 895+00.00 (Section 9)

(MP 208.41 to MP 214.00)

Notes

1. Normal Crown = 0.020/t and superelevation as shown on plans.

[-40
WB Sta 1510+00.00 fo Sta 1533+98.00 (Sectlon 2)

173172011

Q:\2I5B0N11-codd\082-Cen\h/586typdl.dgn

Pavement Structural
Section No. 2 or 9

TYPICAL SECTION

EB Sta 1510+00.00 to Sta 1532+00.00 (Sectlon 2)
(MP 183.00 to MP 183.41)

EB Sta 600+00.00 to Sta 895+00.00 (Section 9)
(MP 208.41 to MP 214.00)

NAVE DATE | ARIZONA DEPARTMENT OF TRANSPORTATION Initial
DESIGN ASF 02/11 INTERMODAL TRANSPORTATION DIVISION D CR
DRAWN CGS 02/11 ROADWAY DESIGN SERVICES
CHECKED JAN o2/11 Review
= Powi i Site TYPICAL SECTION NOT FOR
Stanley Consultants wc CONSTRUCT ION
ROUTE LOCATION OR RECORDING
1-40 BELLEMONT TO WINONA DWG NO. B-2
TRACS NO. HT586 OIL 040-C(BBR) _ OF
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] [No.2 JDESCRIPTION OF REVISION
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[No.1 T DESCRIPTION OF REVISION

FAWA, SHEET
oion | STATE[  PROJECT NO, 5

. | SHEETS

TOTAL | s BuILT

9 ARIZ.

040-C(BBR)

040 CN 183

[-40 WB [-40 EB
Cst Cst
¢ ¢
E xst Exst
1-40 WB [-40 EB
Exst or New 2 ¢ Exst or New
R/W ) 2 14 R/W
‘ 100" Typical Typ Ir2" Typical Typ 100" Typleal ‘
T T
‘ 20' Min 60" Roadway ‘ 60' Roadway
| 222z 222 212 ‘ 2y 1212 |
‘ Shidr Lane Lane Lane Shidr Shidr Lane Lane Lane Shidr ‘
| |
77777 |
% e WB PGL Varies Varies EB PGL Side Slope Varies

/ \ See Note 1 See Note 1 /s 6:1 to 2:l

. ,,_Wl,—,ﬁﬁﬁﬁ-« == 62/ 6] - - See Note 2
Side Slope Varies Tt R e ' —l
621 fo 2:l “/’_’K/ A > s -7
See Note 2 T :

3 10’ 12 12 4

Ditch Filow Line = Shidr  Lene ' Lene ' ' Shidr smar VT Lane ' Lene ' shiar | B --
Side Slope Varles
Pavement Structural 6:l to 2zl Pave[nenf Structural
,,,,,,,,,,, Section No. 1 See Note 2 Section No. 1

=T Ditch Width

Crown Ditch

Cut Height

[-40 TYPICAL SECTION
WB Sta 1533+98.00 to Sta 1566+13.00

EB Sta 1532+00.00 to Sta 1580+42.00

(MP 183.41 fto MP 184.32)
WB Sta 1780+00.00 fo Sta 1850+00.00
(MP 188.08 to MP 189.41)

_
— WB Sta 1870+00.00 fo Sta 1986+00.00

Ditch Flow Line

ROCKFALL CONTAINMENT DITCH
GEOMETRY
TCH WIDTH
o |
(FEET) | cuT SLOPE [cuT sLoPE
IH:lV | 0.75H:IV

20-40 25 20

60 28 30
80-100 40 37

! (MP 189.79 to MP 191.68)

(MP 183.41 to MP 184.32)

EB Sta 1780+00.00 fo Sta 1850+00.00
(MP 188.08 to MP 189.41)

EB Sta 1870.00.00 to Sta 1986+00.00
(MP 189.79 fo MP 191.68)

Notes
1. Normal Crown=0.020/t and superelevation as shown on plans.

2. ADOT Cst Std C-02.20 Slopes Typical.
Use Rockfall Containment Ditches for cut heights greater than 20°.

NAME

DATE

Stanley Consultants nc.

ARIZONA DEPARTMENT OF TRANSPORTATION Initial
DESIGN ASF 02/11 INTERMODAL TRANSPORTATION DIVISION D CR
DRAWN CGS 02/11 ROADWAY DESIGN SERVICES
CHECKED JAN o2/11 Review
= Powi i Site TYPICAL SECTION NOT FOR

CONSTRUCT ION

ROUTE LOCATION

1-40

BELLEMONT TO WINONA

OR RECORD ING

DWG NO. B-3

TRACS NO. HT7586 OIL

040-C(BBR) OF

173172011 Qi \2I5B0NI1-cadd\082-Cen\h/586typ02.dgn




] [No.2 JDESCRIPTION OF REVISION

Joare
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[No.1 T DESCRIPTION OF REVISION

Joate

[ waoe BY

172" Typical

[-40 WB
Cst
¢
E xst
[-40 WB
Exst or New £
R/W 14’
‘ 100" Typical Typ
|
‘ 60' Roadway
‘ 2 ‘ 2 ‘ 2 22 ‘ 2
‘ Shidr Lane Lane Lane Shidr
|
Pavement Structural
77777 . ‘ Section No. 2, 6 or 9
N N Varies WB PGL
See Nofe |

Shidr' Lane

Pavement Structural
Section No. 1, 5 or 8

FHW.A,
REGION

SHEET

STATE NO.

PROJECT NO.

TOTAL

SHEETS | AS BULT

9 ARIZ.

040-C(BBR)

040 CN 183

Side Slope Varies
6:] to 2:l

See Note 2

Pavement Structural

WB Sta 1566+13.00 to Sta [780+00.00 (Sections | and 2)
(MP 184.32 to MP 188.08)

WB Sta 1850+00.00 to Sta 1870+00.00 (Sections | and 2)
(MP 189.4] to MP 189.79)

WB Sta 2090+00.00 to Sta 2145+00.00 (Sections 5 and 6)
(MP 193.95 to MP 194.99)

WB Sta 290+00.00 to Sta 600+00.00 (Sections 8 and 9)
(MP 202.55 to MP 208.41)

Notes
1. Normal Crown=0.020%t and superelevation as shown on plans.
2. ADOT Cst Std C-02.10 and C-02.20 Slopes Typlcal.

Use Rockfall Containment Ditches for cut heights greater than 20°'.
See detail on sheet 3.

Section No. I, 3 or 8

[-40 EB
Cst
¢
E xst
[-40 EB
) ¢ Exst or New
14 ) R/W
Typ 100" Typical ‘
| |
60' Roadway
2n 2 20 | iz 2 |
Shidr Lane Lane Lane Shidr ‘
Pavement Structural ‘
Section No. 2, 4 or 9 ‘ o
WB PGLI  Varles ‘ ——"'"VZ/\QM
/ See Note | \ T
Eﬂ[—;f 77777777777777777 —m——— o
4' ‘ ‘ 2’ ‘ 2! ‘ 10' ‘
Shidr ' Lane ' Lane ' Shidr |

[-40 TYPICAL SECTION

EB Sta 1580+42.00 to Sta [780+00.00 (Sections 1 and 2)
EB Sta 1850+00.00 to Sta 1870+00.00 (Sections | and 2)
EB Sta 2090+00.00 to Sta 2145+00.00 (Sections 3 and 4)

173172011

(MP 184.32 to MP 188.08)

(MP 189.41 to MP 189.79)

(MP 193.95 to MP 194.99)
EB Sta 290+00.00 to Sta 600+00.00 (Sections 8 and 9)

(MP 202.55 to MP 208.41)

NAVE DATE | ARIZONA DEPARTMENT OF TRANSPORTATION Initial
DESIGN ASF 02/11 INTERMODAL TRANSPORTATION DIVISION DCR
DRAWN C6S 02/11 ROADWAY DESIGN SERVICES
CHECKED JAN 02/11 Review
= Powi i Site TYPICAL SECTION NOT FOR
Stanley Consultants wc CONSTRUCT ION
ROUTE LOCATION OR RECORD ING
1-40 BELLEMONT TO WINONA DWG NO. B-4
TRACS NO. H7586 OIL 040-C(BBR) __ OF

q:\215éﬂ<”-caaa \02-Gen (F75§Btgpu4.dgn
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] [No.2 JDESCRIPTION OF REVISION

Joare

[ mace By

FHW.A, SHEET | TOTAL
REGION | STATE PROJECT NO. NO.

. | SHEETS
040-C(BBR)

040 CN 183

AS BUILT

9 ARIZ.

Exst or New E xst [-40 WB [-40 EB E xst Exst or New
R/W [-40 WB Cst Cst 1-40 EB R/W
¢ ¢ ¢ ¢
100" Typical ‘ Varies 172" Typical Varies ‘ 100" Typical

| Roadway Varies 60-70' Roadway Varies 60-70' |
‘ Varles Varles ‘
| |

0°-12' 0-12' | 12 ‘ 2’ 2’ ‘ 2’ 2’ ‘ 2’ 2’ ‘ 2' - 0-12 | 10'-12
Shidr Aux Lane Lane Lane Shidr Shidr Lane Lane Lane Aux Shidr
Pavement Structural N%?g 3 L;g: Lsaéf Ni?g 3 | Pavement Structural
Section No. 5 Note 3 Note 3 Section No. 5
Side Slope Varies Varies /LPGLf \ Side Slope Varies

6:l to 2:l
See Note 2

[} See Note I

6:] to 2:l
See Note 2

EB PGL Varles
\ / / See Note | : : ‘
1 T It —
\J
[

Lane Lane Shidr !

Side Slope Varles
6:l to 2:l

See Note 2

Pavement Structural
Section No. 5

Pavement Structural

Pavement Structural
Section No. 6

Section No. 6

Pavement Structural
Section No. 5

[-40 TYPICAL SECTION

WB Sta 1986+00.00 to Sta 2029+96.00

EB Sta 1986+00.00.00 fo Sta 2029+96.00
(MP 191.68 to MP 192.81)

(MP 191.68 to MP 192.81)

Notes
1. Normal Crown=0.020/t and superelevation as shown on plans.
2. ADOT Cst Std C-02.10 Slopes Typical.

Use Rockfall Contalnment Diiches for cut heights greater than 20'.
See detail on sheet 3.

3. Auxilary Lane Sta 2016+79.80 (MP 192.56) - Sta 2064+82 (MP 193.47).

[No.1 T DESCRIPTION OF REVISION

173172011

NAME

DATE

DESIGN ASF

02/11

DRAWN CGS

02/11

CHECKED JAN

02/11

ARIZONA DEPARTMENT OF TRANSPORTATION
INTERMODAL TRANSPORTATION DIVISION
ROADWAY DESIGN SERVICES

Initial

DCR

—

Stanley Consultants nc.

nix,

166 East Caneback Road, Suite 400
oenix, Arizona 85016
Phone: 602) 333-2200

TYPICAL SECTION

Review

NOT FOR
CONSTRUCT ION

ROUTE LOCATION

1-40

BELLEMONT TO WINONA

OR RECORD ING

DWG NO. B-5

TRACS NO. HT7586 OIL

040-C(BBR)

_ OF___

QiN2I5B0N11-cadd\b2-Gen (F75§Btgpu5.dgn
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] [No.2 JDESCRIPTION OF REVISION

Joare
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[No.1 T DESCRIPTION OF REVISION

FHW.A,
REGION

SHEET

STATE NO.

PROJECT NO.

TOTAL

SHEETS | AS BULT

9 ARIZ.

040-C(BBR)

040 CN 183

Exst or New E xst [-40 WB [-40 EB E xst Exst or New
R/W [-40 WB Cst Cst [-40 EB R/W
¢ ¢ ¢ ¢
100" Typical ‘ Varies 172" Typical Varies ‘ 100" Typical

Roadway Varies 60-70'

Roadway Varles 60-70'

Side Slope Varies
6:] to 2:l

6:1 to 2:l

Side Slope Varies

See Note 2

Notes

WB Sta 2029+96.00 to Sta 2090+00.00
(MP 192.8]1 to MP 193.95)

1. Normal Crown=0.020%t and superelevation as shown on plans.

2.

ADOT Cst Std C-02.10 and C-02.20 Slopes Typical.

Use Rockfall Containment Ditches for cut heights greater than 20'.

See detall on sheet 3.

Auxllary Lane Sta 2016+79.80 (MP 192.56) - Sta 2064+82 (MP 193.47).

See Note 2

[-40 TYPICAL SECTION

Varies Varies
0'-12' 0-12' 12 ‘ 2 2 ‘ 2 2 ‘ 2 2 ‘ 20 0-12'  10'-12
Shldr Aux Lane Lane Lane Shidr Shidr Lane Lane Lane Aux Shildr
See Lane Lane See
Note 3 See See Note 3
Note 3 Note 3
Varles EB PGL EB PGL Varles
See Note | \ / \ / See Note |
bil 6:/ 61 e —————— — 62/
10 ‘ 12 2 4 4 12 12 ‘ 10
. Shidr ' Lane ' Lane Shidr Side Slope Varies Shidr ! Lane | Lane | Shidr -
:] to 2:l
Pavement Structural 2 Z e 2 Pavement Structural
Section No. 5 ee Nole Section No. 3

EB Sta 2029+96.00 to Sta 2090+00.00

(MP 192.8]1 to MP 193.95)

NAVE DATE | ARIZONA DEPARTMENT OF TRANSPORTATION Initial
DESIGN ASF 02/11 INTERMODAL TRANSPORTATION DIVISION DCR
DRAWN C6S 02/11 ROADWAY DESIGN SERVICES
CHECKED JAN 02/11 Review
= Powi i Site TYPICAL SECTION NOT FOR
Stanley Consultants wc CONSTRUCT ION
ROUTE LOCATION OR RECORD ING
1-40 BELLEMONT TO WINONA DWG NO. B-6
TRACS NO. H7586 OIL 040-C(BBR) __ OF

173172011 Qi \2I5B0NI1-codd\082-Cen\h/586typ03.dgn
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] [No.2 JDESCRIPTION OF REVISION
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[No.1 T DESCRIPTION OF REVISION

Exst or New
R/W

100" Typical

E xst [-40 WB
[-40 WB Cst
¢ ¢

‘ Varies ‘

172" Typical

[-40 EB Exst
Cst [-40 EB
£ ¢

‘ Varies ‘

FHW.A,
REGION

SHEET

STATE NO.

PROJECT NO.

TOTAL

SHEETS | AS BULT

9 ARIZ.

040-C(BBR)

040 CN 183

100" Typical

Exst or New
R/W

Side

6:1 to 2:l

Roadway Varies 60-70'

Varies
10'-12' 0—12" 2 ‘ 2 | 22 ‘ 2
Shldr Aux Lane Lane Lane Shldr
See Lane
Note 3 See

Note 3 | |

Varies EB PGL
Slope Varies See Note |

See Note 2
See Edge Detail

Notes
Normal Crown=0.020%t and superelevation as shown on plans.

1.
2.

ADOT Cst Std C-02.10 Slopes Typical.

Shidr

Lane Lane Shidr
Pavement Structural

Section No. 7

Side Slope Varles
6:l to 2:l

See Note 2

WB Sta 2145+00.00 to Sta 2254+60.67

(MP 194.99 fo MP 197.07)

WB Sta 0+00.00 fo Sts 290+00.00

(MP 197.07 to MP 202.55)

Use Rockfall Containment Ditches for cut heights greater than 20°.

See detail on sheet 3.

Auxilary Lane Sta 2190+00.00 (MP 195.84) - Sta 63+92.40 (MP 198.28).

See Edge Detall

I-40 TYPICAL SECTION

Roadway Varies 60-72'

Varies
12’ ‘ 12’ ‘ 12' ‘ 12' ‘0—12' 10'-12'
Shidr Lane Lane Lane Aux Shidr
Lane See
See Note 3
.| Note 3
EB PGL Varies
See Note |

6:l to 2:l

Side Slope Varies

See Note 2

Shidr

Lane Lane Shidr

Pavement Structural
Sectlon No. 7

EB Sta 2145+00.00 fo Sta 2254+06.92
(MP 194.99 fo MP 197.07)
EB Sta 0+00.00 to Sta 290+00.00
(MP 197.07 to MP 202.55)

See Edge Detall

Roadway Width 2’
Shidr
/ \ AB Class 6
; -
L] i
Top of Subgrade
Pavement Structural o s —
Section No. 7 ARIZONA DEPARTMENT OF TRANSPORTATION Initial
DESIGN ASF 02/11 INTERMODAL TRANSPORTATION DIVISION D CR
DRAWN C6s 02/11 ROADWAY DESIGN SERVICES
CHECKED JAN 02/11 Review
—) Powi i Site TYPICAL SECTION NOT FOR
Stanley Consultants . CONSTRUCT ION
EDGE OF PAVEMENT e OR RECORD ING
1-40 BELLEMONT TO WINONA DWG NO. B-7
TRACS NO. H7586 OIL 040-C(BBR) OF

173172011
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] [No.2 JDESCRIPTION OF REVISION
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[No.1 T DESCRIPTION OF REVISION

FHW.A, SHEET | TOTAL
REGION | STATE PROJECT NO. NO. | SHEETS AS BUILT

9 | Rz | 040-C(BBR)

040 CN 183

Ramp
¢
22'-28" | Roadway
2'-4' ‘ o'-12' 2 ‘ 2'-8'
Shidr Lane Lane Shidr
PGL Side Si Vari
, 7 . . ide Slope Varies

gﬂeros gp? Varies TS Va;//e;s 6:1 to 2:l
See Note 2 . m/ \ % ,,?,; Q See Note 2

Pavement Structural
Section No. 11

See Note 3

RURAL TYPICAL RAMP SECTION

A-1 Mountain T[
West Flagstaff TI
New Woody Mountaln T/
Walnut Canyon TI
Cosnino T]
Winona T/

22'-28" | Roadway

2'-4' ‘ o'-12' 2 ‘ 2'-4'
Shidr Lane Lane Shldr

Varies
See Note |

6:]

Va"r/'es
2 e/ 'Vd,r

Notes
1. Normal Crown=0.020%t and superelevation as shown on plans.

Pymt Str
Sct No. 10

See Note 3

New Conc Curb & Gutter 2. ADOT Cst Std C-02.20 slopes typical.
Use rockfall containment ditches for cut heights greater than 20'.
See detall on sheet 3.

URBAN/HEAVY TRUCK TYPICAL RAMP SECTION 3. No AR-ACFC 300 feet from ramp Intersection.

New Camp Navajo T/
Bellemont T/

New Lone Tree T/ WWE__ T OKE | ARiZONA DEPARTMENT OF TRANSPORTATION Initial
Butler T/ DESIGN ASF 02/11 INTERMODAL TRANSPORTATION DIVISION DCR
Country Club TI ORAWN €65 02/11 ROADWAY DESIGN SERVICES
NeW US 89 7—/ CHECKED JAN 02711 Review
1661 East Cameback Road, Suite 400
=] e ez B0k TYPICAL SECTIONS NOT FOR
Stanley Consultants wc CONSTRUCT ION
ROUTE LOCATION OR RECORD |NG
1-40 BELLEMONT TO WINONA DWG NO. B-8
TRACS NO. H7586 OIL 040-C(BBR) OF

173172011 Q:\2I5B0NI1-cadd\082-Cen\h/586typB7.dgn
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[No.1 T DESCRIPTION OF REVISION

varies

N M

FAWA, SHEET
oion | STATE[  PROJECT NO, o

TOTAL

SHEETS | AS BULT

varte®

9 ariz. | 040-C(BBR)
Crosg Road
st
¢
Varies Varies 20'
20" to 28’ 20' to 28’ Min
See Note | See Note |
I\/‘ Var]es W
1 Ma*
PGL Pvmt Str
Sct No. 11
See Note 3
RURAL CROSS ROAD TYPICAL SECTION Frontage Road
New Woody Mountain ¢
Walnut C_‘anyon
%i’g:: 16’ Varies
16' to 28'
See Note 1 1 See Note 1 / \
t 1 1
yaries i\j' yaries
g M 2 N
PGL Pvmt Str
Sct No. 11
See Note 3
Cross Road
Cst
¢ FRONTAGE ROAD TYPICAL SECTION
New Camp Navajo
Varies Varies Be/{emonr
20" fo 28" 20" to 28 Winona
See Note 2
See Note | See Note | \
b — M
/ — 7 Moy O Notes
PGL 1. Normal Crown=0.020%t and superelevation as shown on plans.
Pvmt Str
Sct No. 10 2. Raised median island shown on plans.
See Note 3

URBAN/HEAVY TRUCK CROSS ROAD TYPICAL SECTION

New Camp Navajo
Bellemont
New Lone Tree
Butler
New US 89

3. AR-ACFC not included on Cross Road and Frontage Road.

NAVE DATE | ARIZONA DEPARTMENT OF TRANSPORTATION Initial
DESIGN ASF 02/11 INTERMODAL TRANSPORTATION DIVISION DCR
DRAWN C6S 02/11 ROADWAY DESIGN SERVICES
CHECKED JAN 02/11 Review
= Powi i Site TYPICAL SECTIONS NOT FOR
Stanley Consultants wc CONSTRUCT ION
ROUTE LOCATION OR RECORD ING
1-40 BELLEMONT TO WINONA DWG NO. B-3
TRACS NO. H7586 OIL 040-C(BBR) __ OF

173172011 Q:\215B0NI1-cadd\02-Cen\h/586typ0B.dgn
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